


Long term accuracy - 
High reliability

FLANGES:
Dimensions to
UNI 2223-2229 NP40 standarts.

Schematic drawing. Dimensions  
in mm with tolerances to EN 735 - 
1995 standarts. Weights in
Kgs, referred to pumps in cast 
iron without motor, not certi�ed.

TCK
Magnetic drive monostage

centrifugal pumps with closed
impeller according to ISO 2858.

Capacity to 300 m3/h,
max. pressure 16 bar.

TCH & MCU-CH
Monostage centrifugal

pumps with closed
impeller according to

ISO 2858 & 5199 (series TCH).
Capacity to 1200 m3/h,
max. pressure 16 bar.

TCHM & TCTM
Close-coupled

monostage centrifugal
pumps with closed

or vortex open impeller.
Capacity to 500 m3/h,
max. pressure 10 bar.

TRV
Single stage liquid
ring vacuum pumps.
Capacity to 500 m3/h,
max. vacuum 33 mbar.

TBK - TBAK
Magnetic drive self-priming
centrifugal pumps derived 
from TBH&TBA.
Capacity to 35 m3/h,
max. pressure 16 bar.

TRH
Double stage liquid
ring vacuum pumps.
Capacity to 3500 m3/h,
max. vacuum 33 mbar.

Versione ad ASSENUDO BARESHAFT Construction

PUMPTYPE

M B E T

DIMENSIONS

TBA291 - 301 - 311

TBA292 - 302 - 312

TBA293 - 303 - 313

TBA294 - 304 - 314

TBA296 - 306 - 316

TBA295 - 305 - 315

TBA297 - 307 - 317

TBA298 - 308 - 318

341233209228

381273249268

421313289308

461353329348

501393369388

541433409428

581473449468

621513489508

/R /R/T
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• Vacuum Pumps

• Centrifugal Pumps

Single stage liquid
ring vacuum pumps.
Capacity to 500 m3/h,
max. vacuum 33 mbar.
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